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 Policy:  All subjects/patients will be up set for MEG according to standardized procedures in accordance with manufacturer’s specifications.
Procedure:

1. Head Size / Fit Test

a. Determine head size by measuring the subject’s head.  The Gantry head limits are: 
- Nasion-Inion < 40 cm, 


- Preauricular Point to Preauricular Point < 40 cm, and 


- Circumference < 60cm.
b. Determine fit by placing the MEG helmet along with a protective cap over the subject’s head.  

2. Fiducial Points/Head Coil Placements 
*If subject has had previous digital pictures of the fiducial points retrieve images and match placement. 
a. Place a small black dot XE "black dot"  near the nasion XE "nasion"  (indentation between the forehead and the nose); between the eyebrows midline. 

b. Place a small black dot XE "black dot"  at the left and right preauricular points centered (about 1.5Cm) in front of the tragus XE "tragus" . This should be measured for accuracy.
c. Take a digital picture of these locations, download and print .   
d. Attach a small (MEG) Adhesive Washer XE "adhesive washers"  to each head localization coil XE "head localization coils" .
e. Attach head localization coils XE "head localization coils"  at the fiducial marks XE "fiducial marks" .  *Make sure the marks line up with the center of the head coils. Place cable at the:
· RIGHT PREAURICULAR POINT,
· LEFT PREAURICULAR POINT, and
· NASION, 

f. Place tape over the coil and the cable to secure.
References:
1. MEG Data Tutorial Manual

2. MEG/EEG Operation and Technical Reference Manuals, CTF Systems Inc. 






