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 Policy:  All subjects/patients will be up set for MEG according to standardized procedures in accordance with manufacturer’s specifications.

Procedure:
1. Lower the Gantry to 90o tilt (horizontal position XE "horizontal position" ).  Gantry Controls are located on the right side of the base. The controls require the operator to use both hands to operate.  If either handle is released the gantry motion will stop.  

a. Raise the Brake Control Lever (lower / long handle).

b. Then raise the Direction Control Lever (upper / shorter handle).  This will release the brake.

c. Then move the Direction Control Lever in the downward direction.

d. Using the Angle Indicator readout located on the gantry near the front pivot point position, lower the gantry to 900.

e. Release the Direction Control Lever to stop the motion.  Release the Brake Control Lever.
2. Slide the chair forward.
3. Recline the chair backrest XE "chair backrest"  to approximately a 45o tilt. 

4. Remove the arm rest from the chair.  
5. The back cushion may be removed or left in place.

6. If the top portion of the bed will have its angle adjusted, place the Roller Wheel Assembly XE "Roller Wheel Assembly" .  If the chair back cushion has been left in place, first slide the backrest cushion to its lowest position. Mount the Roller Wheel Assembly to the exposed seat back support plate.  *This step is optional if the bed it is to be used in the flat/horizontal position. 
· If the head end cushion will have its angle adjusted, the cushion lock bolts should be removed from their locked position and stored in the holes I the blocks to which they are tied.  
· The head end cushion of the bed can be adjusted in angles from horizontal to approx. 30o using a link to the adjustable chair backrest.
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7. Using two people, lift the bed by the ends using the hand grips which are mounted to the under side of the bed. *Lift the bed above the optical cables and any other sensitive equipment.

8. Set the bed onto the unpadded armrests of the chair. Align the holes.
9. Insert the four mounting bolts, which are tied to the base of the bed, through the holes in the bed base into the holes in the chair armrests. 
a. All four bolts should be screwed in a couple of turns and 
b. Fully tightened when all four are engaged.

10. Raise the bed so that it is level with the Dewar XE "dewar" .

11. Slide the bed back so that it rests against the Dewar XE "dewar" .
Never operate the gantry while a subject’s head is in the helmet.

For subject safety one side rail must be in place before allowing a subject to get onto the bed; place the second rail after the subject has mounted the bed.  XE "clamp" 
References:
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